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No credit: a credit token is required to connect the supply

Meter commissioned: no further action required

Technical tamper: check the terminal cover is fitted
securely and the tamper post is not damaged. A clear
tamper token will be required

Flashing bar graph: press                                    to
display the trip condition

Credit token

Commissioning status

Tamper status

Abnormal trip conditions

Power overload

Thermal overload Over voltage Under voltage

Current overload

# 0 7 3 #

# 0 3 1 #

# 0 4 3 #

Press                                    to see if meter is commissioned 

NOTE: Terminal cover must be fitted.

Meter not commissioned: press                                                         
1275  4194  1448  6450  5970or enter

Line/load reversal



Installation instructions

 

To display the meter serial number, press # 1 0 0 #

CAUTION
•  Wiring must be performed by a certified installation electrician 

•  Installation must conform with prevailing government standards 
   and safety regulations 

•  If connecting aluminium cables, bi-metal lugs are recommended 
•  All dimensions are in millimetres 
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after installation
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COMPATABILITY
This device must be used with a Wireless User 
Interface Unit (wUIU), which is installed in the 
consumer’s premises. Compatable devices:
•  wUIU(09)
•  wFST
•  WEX(09)
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•  It is recommended that incoming and outgoing supply cables
   must be 25mm  in diameter 2
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